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MODEL DESIGNATION CODE 

Series   TRH - TRS  

 
 

TRHC  80-750 / 1 - C / A3 - M / Z /HSF 
 

 RIF. - Ref.:   E.C./C.T.  SOSTITUISCE - Replaces :  9000.876.01.01 
 DATA - Date:  10/2025  N°.:  9000.876.02.01 

 

Construction type 
H = Two Stages Pump for  High Vacuum rate 
S = One Stage Pump for  Medium Vacuum rate 

Hydraulic project index:  A – B – C – E 

Suction and discharge flange DN (mm) 

Nominal flow rate m3/h 

Construction Project Number 

Shaft Seal Type with Double-Sided Assembling 
C = No.2 Component Mechanical Seals  - Single 
C2 = No.2 Component Mechanical Seals  - Double back-to-back 
CS = No.2 Component Mechanical Seals  - Double tandem 
CK = No.2 Cartridge Mechanical Seals   - Single 
B = Packing Seal 
 
Reinforced Shaft Seal Type with Double-Sided Assembling 
X-C = No.2 Component Mechanical Seals  - Single 
X-C2 = No.2 Component Mechanical Seals  - Double back-to-back 
X-CS = No.2 Component Mechanical Seals  - Double tandem 
X-CK = No.2 Cartridge Mechanical Seals  - Single 
X-B = Packing Seal 

Close-coupled construction with Motor Lantern (on request) 

Material of Construction 
GH = Cast Iron construction - Shaft in AISI 420  - Impeller in Bronze 
F = Cast Iron construction - Shaft in AISI 420  - Impeller in Ductil Iron 
RA = Cast Iron construction - Shaft in AISI 316  - Impeller in AISI 316 
RX = Cast Iron construction - Shaft in AISI 420  - Impeller in AISI 304 
RZ = Cast Iron construction - Shaft in AISI 420  - Impeller in AISI 316 
A3 = AISI 316 stainless steel construction 

Special Executions 
Z = Special Feature on request 

Special ACCESSORIES 
BR  = Mechanical seals flushing reservoir 
HSF = Separating vessel 

Pompetravaini Construction 

Liquid ring vacuum pumps 


